mangueras

HOSES TUYAUX

TUBORIR ACELA

ACESSORIOS E EQUIPAMENTOS INDUSTRIAIS, LDA.,

POLIGONO INDUSTRIAL DA GRANJA

ESTRADA NACIONAL 115-5 - LOTE 7 - PAVILHAO A -6
GRANJA - 2625 - 607 VIALONGA

TELF.: 219427 790 = FAX.: 219427 799

E - mail: tuborracha @ mail: telepac. pt




Hoses

Mangueras de inox coarrugado y mangueras teflén | Tuyaux inox convoluté et téflon
| Convoluted stainless steel and PTFE hoses | Tubi inox corrugato e teflon
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Mangueras de Teflon, Termoplasticas e industriales | acessonos e caveamenros mousraas coa
Tuyaux teflon, thermoplastiques et industriels ’ =

PTFE, thermoplastic and industrial hoses

Tubi al teflon, termoplastici e industriali

TUBORRACEA

FHL (ligero) FHM doble malla
FHL (serie légere) FHM 2 tresses
FHL (light) FHM 2 Braids
FHL (serie leggera) FHM doppia maglia
. : ERE
oN oint REFERENEIA O oint AR
316" 5 M290005 1/4” 6 M2901206
174" 6 M290006 518" 8 M2201208
5/16" 8 M230008 3/8" 8 M2901209
3/8" 8 M290009 2 13 M2901213
13/32" 10 M290010 5/8" 16 M2901216
142" 13 M290013 3/4" 19 M2901219
5/8" 16 M2920016 1" 25 M2901225
374" 19 M290020
I 25 M290025

preveTEIRER
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Teflon coarrugado

Teflon convoluté
Convoluted PTFE
Teflon corrugato

) REFERENCIA

DN @ int PART N
1/4" 6 M292006
3/8" 10 M292009
1/2" 13 M292013
5/8" 16 M292016
374" 19 M292020

A 25 M292025
1"1/4 32 M292032
1"/2 38 M292038

21 50 M282050



Hoses

TUBORRACEA
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Mangueras de Teflon, Termoplasticas e industriales o
Tuyaux teflon, thermoplastiques et industriels

PTFE, thermoplastic and industrial hoses

Tubi al teflon, termoplastici e industriali

SAE 100 R7 SAE 100 R7 Bitubo
SAE 100 R7 SAE 100 R7 Jumelé
SAE 100 R7 SAE 100 R7 Two tubes
SAE 100 R7 SAE 100 R7 Binato
|
DN Gint “nggf';'ﬁm DN @ int RE‘SESE':?'A
1/8" 4 MO096002 316" 5 M100003
3/16" 5 M096003 174" B M100004
14" 6 M096004 5/16" 8 M100005
5/16" 3 MO096005 a/8" 10 M100006
38" 10 MO096006 1/2" 13 M100008
1/2" 13 MO096008
5/8" 16 M096010
34" 20 M096012
{# 25 M096016
seore )
SAE 100 R8 SAE 100 R8 Bitubo
SAE 100 RS ]
SAE 100 RS
. o REFERENGIA SAE 100 R8 Jumelé
PART N° SAE 100 R8 Two tubes
1/4" 6 M103004 SAE 100 R8 Binato
516" 8 M103005 ) REFERENCIA
3/8" 10 M103006 ON SR PART N°
1/2" 138 M103008 1/ 6 M106004
5/8" 16 M103010 5/16" B M106005
3/4" 20 M103012 3/8" 10 M106006
1" 25 M103016 e 13 M106008

Elastomero malla metdlica Elastomergitn: 223 etlics

Elastomeére 1 tresse métallique Elastomére jumelé 1 tresse métallique
Metallic braid elastomer Metallic braid 2 tubes elastomer
Maglia Metallica Maglia Metallica Binato
] 3
DN @ int BTN DN @ int i
318" B MO087003 3/18" 5 M088003
1/4" 6 MO087004 1/4" 5] M088004
5/16" a8 MOB7005 5/16" 8 MO088005
3/8" 10 MO087006 38" 10 M088006
172" 13 MO087008 12" 13 MO088008
5/8" 16 MO087010
34" 20 M087012
1 25 I MO087016




Mangueras de Teflon, Termoplasticas e industriales

Tuyaux teflon, thermoplastiques et industriels

PTFE, thermoplastic and industrial hoses

Tubi al teflon, termoplastici e industriali

Elastomero malla metalica

pintura

Elastomeére spécial peinture 1 tresse métallique

Paint metallic braid elastomer

Maglia Metallica per vernici

Elastomero doble malla
metalica pintura

TUBORRACEA
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Elastomére spécial peinture 2 tresses métalliques

Paint metallic braid 2 tubes elastomer
Doppia Maglia Metallica per vernici

; REFERENCIA . REFERENCIA
DN @ int PART N° DN @ int PART N°
316" & M083003 1/4" 6 M081004
1/4" 6 M083004 3/8" 10 M081006
3/8” 10 MQ83006 172" 13 M081008
12" 13 M083008
3/4" 20 M083012
Ecology 200 T ea ) Casquillos Ecology g u
1 h
Ecology 200 Jupes a sertir Ecology
Ecology 200 Ecology ferrules
Ecology 200 Boccole a pressare Ecology
REFERENCIA REFERENCIA
s . i PART N° DN PART N°
34" 20 MEC20012 3/4" Z212001200
i 25 MEC20016 17 2212001600
Acero Inoxidabls AIS! 316-L | Acier inoxidable AISI 316-L | Stainless steal AlSI
316-L | Acciao inossidabile AISI 316-L
Ecology 250
Ecology 250
Ecology 250
Ecology 250
: REFERENCIA
DN @int PART N°
34" 20 MEC25012
L 2b MEC25016
Manguera termoplastica
700 bar

Tuyau thermoplastique haute pression 700 bar
Thermoplastic hose 700 bar
Tubo termoplastico 700 bar

X REFERENCIA
DN @ int PART N°
1/4" B M352004

Hoses:



Mangueras de Teflon, Termoplésticas e industriales™

Tuyaux teflon, thermoplastiques et industriels
PTFE, thermoplastic and industrial hoses
Tubi al teflon, termoplastici e industriali

Hoses

‘ Ariaform aire comprimido
y agua-impulsién serie
continua
Ariaform refoulement air comprimé et de I'eau

Ariaform compressed air and water. continous
Aria compressa e acqua-impulsi. Serie continua

TUBORRACELA
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Aire comprimido-impulsion

Air comprimé
Compressed air
Aria compressa

DN @ int 0 ext REEEETE'F:?'A @int RE;ESE’;‘J?'A
1/4" B 14 M80000614 25 MA122025
5/16" 8 17 M80000817 32 MA122032
3/87 10 17 M80001017 40 MA122040
1/2" 13 21 MB0001321 B MA122051
5/8" 16 26 MB80001626
/4" 19 29 M80001929

Agua caliente para limpieza
industrial

Tuyau pour nettoyage a |'eau chaude
Industrial cieaning hoses. Hot water
Acqua calda per pulizia industriale 160°C

) EFERENCIA

DN @ int R I!':.L\ST N©
5/8" 16 MA1601628
3/4" 19 MA1601931
* 25 MA1602538

Manguera para canones de
nieve

Tuyau canon a neige
Snow machines hose
Tubi per cannoni da neve

Fumigacion serie continua

Tuyau fumigation
Fumigation hose. Continous serie
Fumigazione. Serie continua

: REFERENCIA

ot PART N
38 MN4038
50 MNA4050

Polivalente serie continua

Tuyau polyvalent huiles/carburants
Multi-function. Continous serie
Polivalente. Serie continua

. REFERENCIA
DN @int PART N©
a3/8" 10 MF8010
1/2" T2 MF8012

Mangueras alimentacion

Tuyaux alimentaires
Food hoses
Tubi alimentare

. E NCIA
DN @ int R PFE:'EN
518" 8 MM2008
3/8" 10 MM2010
1/2" 18 MM2013
5/8" 16 MM2016
3/4" 18 MM2019

y RENCIA
DN @ int RE;E_HT N©
P 25 MAS025
1" 1/4 32 MAS032
1"1/2 38 MAS038
2 51 MASO051
pA /2 63 MAS063
& 76 MASO076




The Danail family of hoses are composite hoses
manufactured to the highest quality. The constructions
are designed for suitability for the whole range of mineral
and vegetable oils and fuels. Hoses are available from
low pressure road tanker applications through to heavy
duty ship to shore hoses. All hoses are suitable for
suction and delivery.

Petroleum and Oil Hose

Lighter weight hose

BS EN 13765: Type 2

BS 3492:1987 Type BX,

Maximum working 10 Kg/cm?2

Safety Factor 4:1 (Burst to Working Pressure)
Temperature Range: -30°C to +80°C All Danoil hoses are manufactured from multiple layers of
thermoplastic fabrics and films supported by metallic
wire inner and outer helices.

Danoil 3 GG

Sizes: 1" to 4", Standard Colour: Green.

DAMNOIL.
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A robust but light weight hose designed for ease of use “““““““

as a road tanker delivery hose for petrol, diesel and low
viscosity oils. fabrics and sealed with polypropylene fiims. The cover is
a wear and weatherproof layer of PVC coated polyester.
Inner and outer wires are high tensile strength mild steel

with a heavy hot dip zinc coating to reduce corrosion. Standard colour is green but other colours can be

The hose is lined and reinforced with polypropylene arranged.
m
BARS KG/M LB/FT
1 2_5: 10.5 1_59: -4..0 '1_0@ 0.8 0.5
1.5 38 10.5 150 5.0 125 1.1 0.7
2 50 10.5 150 6.0 150 1.6 1.1
25 65 10.5 150 7.0 180 2.1 1.4
3 75 10.5 150 8.0 205 25 i
4 100 10.5 150 10.5 265 3.6 24

Danoil 3 AG

Sizes 2.5" to 4". Standard Colour: Orange.

This hose is identical in its construction to Danoil 3 with
the exception of having an aluminium inner wire to give
an extra lightweight product. Its principal use is for gravity
and low pressure delivery of petrol and diesel to
forecourts from road tankers.

e e | Weight

BARS KG/M LB/FT
2,_5. 85 10.5 1 so. 7.@ 1‘ 8 1.6 1.1
3 i 10.5 150 8.0 205 YT 1.2
4 100 10.5 150 10.5 265 24 1.6
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General Purpose
Chemical Hose

Applicable Standards:

BS EN 13765: Type 3

BS 5842:1980

International Maritime Organisation IBC Code
(For marine applications)

United States Coastguard Requirements

(For marine applications)

Temperature Range: -30°C to +80°C
Maximum Working Pressure 14 Kg/cm2

Safety Factor 5:1 for heavy duty grades, 4:1 for other
types (Burst to Working Pressure).

Sizes 1" to 10" internal diameter. Standard Colour: Grey.

This range of high quality composite hoses is
manufactured from multiple layers of polypropylene
fabrics and films. The inner wire helix can be
polypropylene coated carbon steel or stainless steel 316.
The outer wire helix can be galvanised steel or stainless
steel 316.

LN
DAMCHEM

Hmil e o :
Wddhddduuuaeua;
Danchem hoses make use of the wide chemical

resistance range of polypropylene to produce a hose
suitable for the majority of chemical and oil products at
an economical price,

Some typical applications are in plant transfer of liquid
chemicals, vegetable and mineral oils and loading and
unleading of these products to and from, road tankers,
rail tankers and marine tanker ships,

For those products which are chemically incompatible
with polypropylene or outside of the temperature range
indicated Dantec have several alternatives available.

If in doubt please consult Dantec's technical staff who

will be pleased to advise.

Danchem PG, PS, SG, SS

14 200

14 200
14 200
3 75 14 200
4 100 14 200

100 14 200

4
6 150 14 200
8 200 14 200
10 250 10.5 150

Al ( 0.8 0.5
55 140 1.2 0.8
7.0 180 19 1.3
8.0 205 25 1.7
11 280 3.0 20

155 395 52 35

16.0 405 6.4 4.3
20.0 510/ 10.7 2
30.0 760 15 10.0
36.0 915 205 137
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Fluoropolymer Hose

Applicable Standards:

BS EN 13765

Type 3 for temperature range: -30°C to +80°C
Type 4 for temperature range: -30°C to +150°C
BS5842:1980

International Maritime Organisation IBC Code
(For marine applications)

United States Coastguard Requirements

(For marine applications)

Maximum Working Pressure 14 kg/cm?2

Safety Factor 5:1 for heavy duty grades, 4:1 for standard
duty grades (Burst Pressure: Working Pressure)

Sizes 1" to 10". Standard Colour: Blue.

Used worldwide by many leading companies, these
premium quality hoses are lined, as standard, with
Ethylene Chlora Tri Fluoro Ethylene (ECTFE). This is a
high tech fluropolymer very similar to Paoly Tetra Fluoro
Ethylene (PTFE), inits broad spectrum chemical
resistance but with the advantage of high mechanical
strength and low permeahility. The inner and outer wires
can be galvanised carbon steel or stainless steel 316.

_DANFLON
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Hoses are reinforced with polypropylene or polyester
depending on the required maximum working
temperature.

Typical applications are aggressive acids and those
products which attack polypropylene.

The high temperature range Danflon SGA, Danflon
SSA and Danflon GGA are for temperatures in excess
of 100°C.

Danflon heavy duty hoses are widely used for marine
cargo hose because of their robust construction and
wide chemical resistance.

Where an economical fluoropolymer lined hose is
required for light duties (such as road Tanker discharge),
customers can consider our Danchem PTSG/SS range
of hoses, which have a maximum working pressure of
10/Bar.

Danflon GG, SG, SS

o VoingProsure | Benapaaus L g

BARS KG/M LB/FT
1 ‘2’5 14 200‘ ‘4..@ 1:(':10 0.8 05
145 38 14 200 (5, 140 1.2 0.8
2 50 14 200 7.0 180 ifia) 1.8
25 65 14 200 8.0 205 2.5 1.7
3 75 14 200 11 280 3.0 20
4 100 14 200 155 395 iy 35
4 100 14 200 16.0 405 6.4 4.3
B 150 14 200 20.0 510 10.7 7.2
8 200 14 200 30.0 760 jira) 10.0
10 250 10.5 150 36.0 915 205 13.7
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Vapour Hose

Applicable Standards:
BS EN 13765: Type 1

Temperature Range: -30°C to +80°C
Pressure range: Norm. 7 bar — but higher can be
accommaodated.

Danoil VR GG, SG, SS. is a composite hose, purpose

built for vapour return of hydrocarbon products in marine,

road and rail tanker operations. With Dantec Sure-lec
guaranteed electrical continuity.

Danchem VR is of similar construction to Danoil VR but is
suitable for more aggressive chemical applications

INS MM BARS PSI

3 5 7 100
4 100 7 100
6 150 7 100
8 200 ¥ 100
10 250 7 100

i |
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Dantec Vapour hoses are robust, but light weight,
extremely flexible with the same specially high strength
cover as used on all Dantec composite hose.

Sizes 1" to 10". Standard Colour: Orange or Yellow.

INS MM LB/FT

KG/M
4.0 100 2.4 1.6
9.8 140 3.4 2.3
7.0 180 8.3 5.6
8.0 205 12,5 8.4
11.0 280 16.0 10.7




